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Componert Top D ft)

CEMEMNT
CEMEMNT

7.572.0
7.617.0

Componert Top D (ft)
FPOLROD 0.0
PHYROD 36.0

ROD 380
RAFER 1,838.0
R-AFER 3,848.0
R-8FER 5,128.0
R-6FER 7.118.0
RSTEAR 7.448.0

NSFRP 74520

Bt MD (1)

7.617.0
7.621.0

Bt MD (1)

36.0

38.0
1,838.0
3.648.0
5,128.0
7,118.0
74480
74520
7.482.0

term QD (in) Grade Wt (ppf) TopMD (ft)

CASING JOIMTIS) 16.000

ltem QD (in) Grade Wt (ppf)

CASING JOINTIS) 9.625  K-55  36.00
9 625

CASING JOINTIS) 9.625  RK-55  36.00

GUIDE SHOE 9 625

lterm QD (in) Grade Wt (ppf)
LANDING COLLAR 7.000

PUP JOINT 7000 M-80 2600
CASING JOINTIS) 7.000  MN-80 2600
PUF JOINT 7000 M-80 26.00
CASING JOINTIS) 7.000  M-80 2600
STAGE COLLAR 7000  M-80 26.00
CASING JOINTIS) 7.000  MN-80 2600
FLOAT COLLAR 7.000

CASING JOINTIS) 7.000  M-80 2600

FLOAT SHOE £.000

term QD (in) Grade Wt (ppf)

LINER HANGER PACKERD

SEALMFPLE 5.550

LINER HANGER — 6.003

CROSSOVER 5,505

CASING JOINT(S) 5000  MN-80 1500
5,000

CASING JOINTIS) 5000  N-20 1500

FLOAT COLLAR 5,500

Wel: 372X4G SIT/IR: 4G/3135/24E

CASING CEMENT DETAIL

Sfc Csg. Cmt Vol: 676 cf
Hole Size: 12.25"
Casing Size: 9.625"
Top Job: No

Rtns to Sfc; Yes (112 cf)
TOC: Sfe

Interm Csg. Cmt Vol:
Hole Size:

Casing Size:

Top Job:

Rtns to Sfc:

TTOC:

Prod. Csg. Cmt Vol 1878 cf

Hole Size: 9.875" (1064-5024%
8.75" (5024-7325%

Casing Size: 7"

Top Job: No

Rtns to Sfe: No

TTOC: Sfc

Liner Cmt Vol: 116 cf
Hole Size;: 6.125"
Casing Size: 5"

Top Job: No

Rtns to Sfc: Yes (79 cf)
TOC: TOL

Top of Injection Zone:
B-Sand 6861

Volume Behind Pipe:

1.18 Yield Assumed

Theoretical Calculations (TTOC)
Apr 2012
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7,181.8
75723
70724
76166
7,617




